HD6340/HD6840
PTM (Programmable Timer Module)

The HD6340/HD6840 (PTM) is a programmable subsystem
component of the HMCS6800 family designed to provide
variable system time intervals.

The PTM has three 16-bit binary counters, three correspond-
ing control registers and a status register. These counters are
under software control and may be used to cause system inter-
rupts and/or generate output signals. The PTM may be utilized
for such tasks as frequency measurements, event counting,
interval measuring and similar tasks, The device may be used for
square wave generation, gated delay signals, single pulses of
controlled duration, and pulse width modulation as well as
system interrupts.

HD6340P, HDE840OP

® FEATURES
¢ Operates from a Single 5 volts Power Supply

(DP-28)

® Single System Clock Required (E)

® Selectable Prescaler on Timer 3 Capable of 4 MHz for the The specifications of the HD8340 are for preliminary and
HD6340/HDE840, 6 MHz for the HDE3A40/HDGBA40 and  may change hereafter.

8 MHz for the HD63B40/HD68B40. Piease make an inquire at sales office upon adoption of the

® Programmable Interrupts {TRQ} Output to MPU HDB340.
® Readable Down Counter Indicates Counts to Go until Time-
out
® Selectable Gating for Frequency or Pulse-Width Comparison
¢ Three Asynchronous External Clock and Gate/Trigger NS —
Input Internally Synchronized vss |1 E <
® Three Maskable Outputs G: E E O
- HD6340 — 0: L3 Zl G
® Wide Range Operating Voltage {Vgg = 5V £10%) C: L4 25| Do
® Low-Power, High-Speed, High-Density CMOS G [ 24) D,
® Compatible with NMOS PTM (HD6840)
0,186 22| D;
-~ HD6840 — c L7 22] D,
® Compatible with MC6840, MC68A40 and MC68B40 fEs[® 21) D,
Raf 9 E Ds
RS, [10 18] Ds
W _TYPE OF PRODUCTS RS [11] 18] D
Type Clock Frequency | Process Package RS: (12] [17) €
HD6340P 1.0 MHz RW([3 16] ¢S,
HD63A40P 1.5 MHz DP-28 vee (T4 78] CSe
HD63B40P 2.0 MHz CMOS
HDE340FP 1.0 MHz (Top View}
HDG63A40FP 1.5 MHz FP-28
HD63B40FP 2.0 MHz
HD6840P 1.0 MHz
HDG68A40P 1.5 MHz DP-28
HD68B40P 2.0 MHz NMOS
HD&840 1.0 MHz
HD68A40 1.5 MHz DC-28
HD68B40 2.0 MHz
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HD6340/HD6840

= ABSOLUTE MAXIMUM RATINGS

Item Symbol HDB340Value HD6840 Unit
Supply Voltage Vee! —0.3~+7.0 | ~-0.3~+7.0 \"
Input Voltage Vin" -0.3~+7.0 | —0.3~+7.0 \
Maximum Output Current | lig1"" 10 mA
Operating Temperature Topr —20~+75 | —20~+75 °c
Storage Temperature Totg - 55~+150 | —55~+150 | °C

*  With respect to Vg (SYSTEM GND)

** pMaximum output current is the maximum currents which cen flow out from one output
terminal or 1/O common terminal. (Dg~ Dq,0;,~ O3, RO)

{NOTE) Permanent LS! damage may occur if maximum ratings are exceeded. Normal

operation should be under recommended operating conditions. If these
conditions are exceeded, it could affect reliability of LSI.

= RECOMMENDED OPERATING CONDITIONS

H
Item Symbol .H06340 - D6840 Unit
min ltyp [ max |min [typ [ max
Supply Voltage Vec® |45 15065 |475/50]6.25] V
Input “’Low Voltage viL* c |- |081[|-03 - (08| V
input “High” | E1 RAW 22 |- |V
\;‘DUt 9 ! VIH’ e 22 - Vcc \%
oltage Other Inputs 2.2 | - | Ve
Operating Temperature Topr | =20 25| 75 20| 25| 75 | °C
*  With respect 10 Vg (SYSTEM GND)
G HITACHI
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HD6340/HD6840

& ELECTRICAL CHARACTERISTICS

® DC CHARACTERISTICS {HD6340; Ve = 5V £10%, HD6840; Ve = 5V 6%, Vgg =0V, Ty = —20~+75°C, unless otherwise noted.}

| Symbol HDB340 HDE840 Uni
m
tem 4 Test Condition min typ® | max Test Condition min | typ*® | max it
Input “'High*’ Voltage | E, R/W 2.2 — | Vee
Other | VIH 22 Ty - 22 | = |Vee !l v
Inputs ' cc
fnput “Low" Voltage | V| —£.3 - | o8 0.3 - {08 v
Input Leakage Current | |jpn Vin =0 ~ V¢c (Except Do~D, } =25 — 125 ] Vip=0~V¢c (Except Dg~0D4) |—25 - 1258 wA
Three-State Input Vin=0.4 ~ V¢e, _ - Vin = 0.4~2.4V _
Current (Off state} TSI | Vg = 6.5V (Dy~D-) 10 10§ Ve =6.25V (D o~D 4 101 - |10 | ua
1LOAD = —400uA (Bo~D) 4.1 - | -
ILOAD = —2054A (D, ~D,)
i1 0AD < 108A (Dp~D4) Mee -0.1 | — | —
Output "'High'' Voltage | Vy 24 - - v
I LoAD = ~400uA (Other Outputs) 4.1 - - Other
| = 200uA ( )
AD ot
ILoAD < 10sA (Other Outputs) Veerot |~ | - | *° Outputs
T
| = 1.6mA (Dg~D+) | = 1.6mA (Dg~D5)
Output “Low’” Voltage | Vg LOAD it — — - |04 LOAD - i - loa v
L 0AD = 3.2mA {0y~ 03, IRQ) ILOAD = 3.2mA, |
{0; ~0,, IRC} J
Output Leakage Current - ~ p— T T
(Off statel iLoH | You = Ve ITRQ) - — | 10 | vou = 2.4V (iRG) - b 10 1A
« Chip is not selected.
- All counter latches E=10MHz| - - |10
are preset,
« 0 ~03 outputs are E=15MHz| -~ — 1.5 ]
masked. !
+ Input level (Except E) !
VIH min=Vee—0.8V E=20MHz| - - |20 |‘
VL max = 0.8V
- Chip is not selected 1
Supply Current lee « Counters are operating.| E =10 MHz| — - 3.0 ‘ mA
- 0, ~0; operating |
with load, _ i
« Input level (Except E) E=15MHz — - |40
ViH min = Vge—0.8
VL max = 0.8V E=20MHz! -— - | 6.0 :
« Data bus in R/W _ i
operation, E=10MhHz| - - |50 !
+ Counters are operating. | E=15MHz; — - | 8.0 |
* 91 ~Osoperating E-20MHz| — — 1100
Power Dissipation PD L= 330 | 850 | mwW
Vin = OV. Do ~ Dy - — 125 | vin=0v. | Dg~D- . — 1o Tas
Input Capacitance Cin Ta=25°C Ta=25°C pF
f=1MHz Qther Input 7.5 f = 1.0 MHz| Other Input - - 7.5
Vin =0V, IRQ - — |50 | vVin=0 iRQ - - |50
Output Capacitance Cout Ta=28°C, Ta=25°C pF
f=1 MHz 0,,064,03 | - — 1100 ] f=1.0MHz| 0,,0,, 04 - - |00
* Tg=25°C, Ve = 5.0V

850
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HDG6340/HD6840

® AC CHARACTERISTICS (HD6340; Vg = 5V +10%, HD6840; 5V 5%, Vys = 0V, Ta = —20~+75°C, unless otherwise noted.)
1. MPU READ TIMING

tem Symbol ‘r“_" HDG340 HD63A40 HDE3B40 HD6840 f‘.‘DGSAM) HD68B40 Unit
Condition | min max | min max | min max { min max | min max | min max
Enable Cycie Time teycE 1000 (10000 | 666 [10000 | 500 | 10000 [1000 [ 10000 | 666 | 10000 | 500 |10000 | ns
Enable *‘High” Pulse Width | PWgy 450 | 9500|280 | 9500 (220 | 9500|450 | 4500 | 280 | 4500 | 220 | 4500 | ns
Enable “'Low" Pulss Width | PWg 430 9500 | 280 9500 | 210 9500 | 430 - 280 - 210 - ns
Enable Rise and Fall Time | tg , tgs - 25 - 25 - 20 - 25 - 25 - 25 ns
Address Set-up Time tas Fig. 1 80 - 60 - 40 - 140 - 140 - 70 - ns
Data Delay Time DDR - 290 | - 180 | - 150 | - 320 | - 20 ; - 180 | ns
Data Hold Time 4R 20 100 20 100 20 100 10 — 10 - 10 - ns
Address Hold Time tAM 10 - 10 - 10 - 10 - 10 - 10 - ns
Data Access Time tace - 370 | - 240 | - 190 | - 480 | — 360 | — 250 ng
2. MPU WRITE TIMING
Test HD6340 HDE3A40 HD63B40 HDB840 HDE8A40 HD68B40 3
Item Symbol | condition [ min max | min | max |{min [ max | min | max [min | max |min J max Unit
Enable Cycle Time toycE 1000 {10000 | 666 | 10000 | 500 | 10000 {1000 | 10000 | 666 | 10000 | 500 ﬂoooo ns
Enable “High” Pulse Width | PWgy 450 | 9500 (280 | 9500220 | 9500|450 | 4500 | 280 | 4500|220 | 4500 | ns
Enable “'Low’" Pulse Width | PWg 430 9500 | 280 9500 | 210 9500 | 430 - 280 - 210 - ns
Enable Rise and Fall Time | tg,, tgf Fio. 2 - 25 - 25 - 20 - 25 - 25 - 25 ns
Address Set-up Time tas 80 — 60 - 40 - 140 - 140 - 70 - ns
Data Set-up Time tosw 165 — 80 - 60 - 195 - 80 - 60 - ns
Data Hold Time tHwW 10 - 10 - 10 - 10 - 10 - 10 - ns
Address Hold Time tAH 10 - 10 - 10 - 10 - 10 - 10 - ns
3 TIMING OF PTM SIGNAL
Input Rise and Foll| = 5, AES |1,y Fig.3 Fig.4 | — [1000°] - |ese~| - |so0*| - nooos| - jeee*| — |500°| ns
R e T PR I P B I P B o B - B
Mode +tHD +tHD +tHD +HD HHD +HD
T e e e T A
Mode +HD HHD +tHD +tHD +tHD, tHD
- [CG.RES | Fig.6 200 | — J120 | - | 75 | - J200 | - 1120 | - | /5 |- | m
Input Setup Time E’I;BJ ) ‘su ppnchronous oo | — 170 | = (170 | = J200 [ - l170 | = |10 | = | w
Input Hold Time -C_‘EJH_EE t Fig. 5 i - d = 3 = 20 — 2 — % — =
e HO Synchronous | 50 | — | 50 |- | 80 |- |8 | - |8 | - {8 |- } m
imput Putes widtn |3 L= B 7te; mh Mogrrorow® Lo | - [ 80 |- leo |- |15 | - [ 8a |~ |25 | - | m
Output Delay Time |0y~ O3 teo Fig. 6 - 200 - 200 - 200 - 700 - 460 - 340 | ns
tem - 450 - 450 | - 340 | ™
temos - |2000| — [13%0| - |1000| s
Interrupt Release Time  tg Fig. 7 - ] 1200 I - 1900 l - ] 700 - j1200| - 900 - 700 | ns

"ty teycE
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HD6340/HD6840
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Figure 1 Bus Read Timing
(Read Information from PTM)

Figure 3 Input Pulse Width ““Low”
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Figure 2 Bus Write Timing
{Write Information into PTM)
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Figure 4 Input Pulse Width “'High'

E E ? V|H min \
— t_cg-_'cm"
- s
CMOos
¢,~C,.G~G,, VK min o ~o Vee-20V
RES V)L max ! i 0.4V
' VOH (CMOS} = 0.7 x Ve
Figure 5 input Setup and Hold Times Figure 6 Output Delay
€ VL max * 2.4V for HDEB4O
e e+* HDE6840 only
Hm
e Vee-20vV*
1IRQ
Figure 7 IRQ Release Time
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"HD6340/HD6840

5.0V
Ry =24k
Test Point
130 pF All diodes are

152074 @ or equiv.

Load C 50V
(TRG Only)
1.3 k2
Test Point

1009Fl

® GENERAL DESCRIPTION

The PTM is part of the HMCS6800 microprocessor family
and is fully bus compatible with HD680O systems. The three
timers in the HD6340/HD6840 operate independently and in
several distinct modes to fit a wide variety of measurement and
synthesis applications.

The PTM is an integrated set of three distinct counter/
timers. It consists of three 16-bit data latches, three 16-bit
counters (clocked independently), and the comparison and
enable circuitry necessary to implement various measurement
and synthesis functions. In addition, it contains interrupt drivers
to alert the processor that a particular function "has been
completed,

In a typical application, a timer will be loaded by first storing
two bytes of data into an associated Counter Latch. This data is
then transferred into the counter via a Counter initialization
cycle. If the counter is enabled, the counter decrements on each
subsequent clock period which may be an external clock, or
Enable (E) until one of several predetermined conditions causes
it to halt or recycle. The timers are thus programmable, cyclic in
nature, controliable by external inputs or the MPU program,
and accessible by the MPU at any time.

& PTM INTERFACE SIGNALS FOR MPU

The Programmable Timer Module (PTM) interfaces to the
HMCS6800 Bus with an eight-bit bidirectional data bus, two
Chip Select lines, a Read/Write line, an Enable (System ¢, ) line,
an Interrupt Request line, an external Reset line, and three
Register Select lines. These signals, in conjunction with the

HD6800 VMA output, permit the MPU to control the PTM.

VMA should be utilized in conjunction with an MPU address
line into a Chip Select of the PTM, when the HD6800, HD6802
are used.

& Bidirectional Data (D, ~ D,)

Input/Cutput Pin No. 25 ~ 18

The bidirectional data lines (Dy~D+) allow the transfer of
data between the MPU and PTM, The data bus output drivers
are three-state devices which remain in the high-impedance (off)
state except when the MPU performs a PTM read operation
(Read/Write and Enable lines “High™ and PTM Chip Selects

Figure 8 Test Loads

Load B
(0,,0,.0,)

Test Point

Adjust R
sothat ig =3.2 mA
then test Vo

40 pF

Al diodes are
152074 @ or equiv.

Load D

(0, 0;,04)
(CMOS Load)
{Mos)

Test Point O—J
;L 30 pF
activated).

® Chip Select (CS;, CS,) .-

* 11 kAl for HDGB40
** 12 k) for HDEB40

Input Pin No. 15, 16

These two signals are used to activate the Data Bus interface
and allow transfer of data from the PTM. With CS, = “Low”
and CS; = “High”, the device is selected and data transfer will
occur,
® Read/Write {(R/W)

Input Pin No. 13

This signal is generated by the MPU to control the direction
of data transfer on the Data Bus. With the PTM selected, a
“Low” state on the PTM R/W line enables the input buffers and
data is transferred from the MPU to the PTM on the trailing
edge of the Enable (System ¢,) signal. Alternately, (under the
same conditions) R/W = “High" and Enable “High™ allows data

in the PTM to be read by the MPU.
® Enable (E)
Input Pin No. 17

This signal synchronizes data transfer between the MPU and
the PTM. It also performs an equivalent synchronization func-
tion on the external clock, reset, and gate inputs of the PTM.
¢ [nterrupt Request (IRQ)

Qutput (open drain) Pin No. 9

The active “Low™ Interrupt Request signal is normally tied
directly (or through priority interrupt circuitry) to the IRQ
input of the MPU. This is an “open drain” output (no load
device on the chip) which permits other similar interrupt re-
quest lines to be tied together in a wire-OR configuration.

The IRQ line is activated if, and only if, the Composite Inter-
rupt Flag (Bit 7 of the Internal Status Register) is asserted. The
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HD6340/HD6840

conditions under which the TRQ line is activated are discussed in
conjunction with the Status Register.
¢ Reset (RES)

Input Pin No. 8

A “Low” level at this input is clocked into the PTM by the
Enable (System ¢,) input. Two Enable pulses are required to
synchronize and process the signal. The PTM then recognizes the
active “Low”™ or inactive “High” on the third Enable pulse. If
the RES signal is asynchronous, an additional Enable period is
required if setup times are not met. The RES input must be
stable “High”/“Low” for the minimum time stated in the AC
Characteristics.

Recognition of a “Low” level at this input by the PTM
causes the following action to occur:

a. All counter latches are preset to their maximal count

values.

b. All Control Register bits are cleared with the exception of

CRI10 (internal reset bit) which is set.

c. All counters are preset to the contents of the latches.

d. All counter outputs are reset and all counter clocks are

disabled.

e. All Status Register bits (interrupt flags) are cleared.
® Register Select Lines {RS,, RS,, RS;)

These inputs are used in conjunction with the R/W line to
select the internal registers, counters and latches as shown in
Table 1.

Input Pin No. 10, 11, 12

It has been previously stated that the PTM is accessed via
MPU Load and Store operations in much the same manner as a
memory device. The instructions available with the HMCS6800
family of MPUs which perform operations directly on memory
should not be used when the PTM is accessed. These instruc-
tions actually fetch a byte from memory, perform an operation,
then restore it to the same address location. Since the PTM used
the R/W line as an additional register select input, the modified
data may not be restored to the same regjster if these instruc-
tions are used.

= PTM ASYNCHRONOUS INPUT/OUTPUT SIGNALS

Each of the three timers within the PTM has external clock
and gate inputs as well as a counter output line. The inputs are
high impedance, TTL compatible lines and outputs are capable
of driving two standard TTL loads.
® Clock Inputs (C,, T;, C3)

Input Pin No. 28,4, 7

Input pins T,, C;, and C; will accept asynchronous TTL
voltage level signals to decrement Timers 1, 2, and 3, respec-
tively. The “High” and “Low” levels of the external clocks must
each be stable for at least one system clock period plus the sum

Table 1 Register Selection

CR20 = “1"

Register  *
Select inputs Operations
RS,| RS, | RS, RMW = “Low" RMW = “High"
L CR20 = “0"  Write Control Register #3 All bits “0'"

Write Control Register #1

Write Control Register #2

Read Status Register

Write MSB Buffer Register

Read Timer #1 Counter

Write Timer #1 Latches

Read LSB Buffer Register

Write MSB Buffer Register

Read Timer #2 Counter

Write Timer #2 Latches

Read |_SB Buffer Register

Write MSB Buffer Register

Read Timer #3 Counter

xixlxzix|r||r| r
I|lxirjr|jx|xir
zir|xirixT|Ci{zT ™

Write Timer #3 Latches

Read LSB Buffer Register

* L; "Low™ level, H; “High" level

: L

tsu o

Cx

Counter Counter Output X K X_1
Counter changes after 4 cycles when external clock C x is failed.

Figure A. External Clock Synchronous Timing
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HD6340/HD6840

of the setup and hold times for the inputs. The asynchronous
clock rate can vary from dc to the limit imposed by Enable
(System ¢, ) Setup, and Hold time,

The external clock inputs are clocked in by Enable (System
¢,) pulses, Three Enable periods are used to synchronize and
process the external clock. The fourth Enable pulse decrements
the internal counter. This does not affect the input frequency, it
merely creates a delay between a clock input transition and
internal recognition of that transition by the PTM. All refer-
ences to C inputs in this document relate to internal recognition
of the input transition. Note that a clock “High” or “Low" level
which does not mest setup and hold time specifications may
require an additional Enable pulse for recognition. When ob-
serving recurring events, a lack of synchronization will result in
“jitter” being observed on the output of the PTM when using
asynchronous clocks and gate input signals. There are two types
of jltter, “System jitter” is the result of the input signals being
out of synchronization with the Enable (System ¢, ), permitting
signals with marginal setup and hold time to be recognized by
either the bit time nearest the input transition or the subsequent
bit time.

“Input jitter” can be as great as the time between input
signal negative going transitions plus the system jitter, if the
first transition is recognized during one system cycle, and not
recognized the next cycle, or vice versa.

External clock input Cy represents a special case when Timer
#3 is programmed to utilize its optional +8 prescaler mode. The
maximum input frequency and allowable duty cycles for this
case are specified under the AC Characteristics. The output of
the +8 prescaler is treated in the same manner as the previously
discussed clock inputs. That s, it is clocked into the counter by
Enable pulses, is recognized on the fourth Enable pulse
(provided setup and hold time requirements are met), and must
produce an output pulse at least as wide as the sum of an Enable
period, setup, and hold times.

Enable 8 W L L L L LU W

Input - r s |
Recog === —
Input
° Either or Here
Here -] b= System
Bit Time
Output I . Jitter

® Gate Inputs (G, ,G:, G;)

Input Pin No. 26,2, 5

Input pins G;, Gz, and G; accept asynchronous TTL-
compatible signals which are used as triggers or clock gating
functions to Timers 1, 2, and 3, respectively. The gating inputs
are clocked into the PTM by the Enable (System ¢,) signal in
the same manner as the previously discussed clock inputs. That
is, a Gate transition is recognized by the PTM on the fourth
Enable pulse (provided setup and hold time requirements are
met), and the “High” or “Low” levels of the Gate input must be
stable for at least one system clock period plus the sum of setup
and hold times. All references to G transition in this document
relate to internal recognition of the input transition.

The Gate inputs of all timers directly affected the internal
16-bit counter. The operation of G is therefore independent of
the +8 prescaler selection.

® Timer Outputs (0|,°1, 03)

Output Pin No. 27,3, 6

Timer outputs O,, O,, and O, are capable of driving up to
two TTL loads and produce a defined output waveform for
either Continuous or Single-Shot Timer modes. Output wave-
form definition is accomplished by selecting either Single 16-bit
or Dual 8-bit operating modes. The single 16-bit mode will
produce a square-wave output in the continuous timer mode
and will produce a single pulse in the Single-Shot Timer mode.
The Dual 8-bit mode will produce a variable duty cycle pulse in
both the continuous and single shot Timer modes. “1™ bit of
each Control Register (CRX7) is used to enable the corres-
ponding output. If this bit is cleared, the output will remain
“Low” (Vo) regardiess of the operating mode.

If it is cleared while the output is high the output will go low
during the first enable cycle following a write to the Control
Register.

The Continuous and Single-Shot Timer Modes are the only
ones for which output response is defined in this data sheet.
Signals appear at the outputs (unless CRX7= “0") during Fre-
quency and Pulse Width comparison modes, but the actual
waveform is not predictable in typical applications.
® CONTROL REGISTER

Each timer in the HD6340 has a corresponding write-only
Control Register. Control Register #2 has a unique address
space (RSO="High”, RS1="Low”, RS2=Low")} and therefore
may be written into at any time. The remaining Control
Registers (#1 and#3) share the Address Space selected by a
“Low™ level on all Register Select inputs.
® CR20

The least-significant bit of Control Register #2 (CR20) is
used as an additiona) addressing bit for Control Registers #1 and
#3. Thus, with all Register selects and R/W inputs at “Low”
level. Control Register #1 will be written into if CR20 is a logic
“1”. Under the same conditions, control Register #3 can also be
written into after a RES “Low” condition has occurred, since
all control register bits (except CR10) are cleared. Therefore,
one may write in the sequence CR3,CR2,CRI1.

e CR10

The least-significant bit of Control Register #1 is used as an
internal Reset bit. When this bit is a logic “0”, all timers are
allowed to operate in the modes prescribed by the remaining
bits of the control registers. Writing a “1” into CR10 causes all
counters to be preset with the contents of the corresponding
counter latches, all counter clocks to be disabled, and the timer
outputs and interrupt flags (Status Register) to be reset.
Counter Latches and Control Registers are undisturbed by an
Internal Reset and may be written into regardless of the state
of CR10.
¢ CR30

The least-significant bit of Control Register #3 is used as a
selector for a +8 prescaler which is available with Timer #3
only. The prescaler, if selected, is effectively placed between the
clock input circuitry and the input to Counter #3. It can there-
fore be used with either the internal clock (Enable) or an ex-
ternal clock source.
® CRX1~ CRX7 (X=1~3)

The functions depicted in the foregoing discussions are
tabulated in Table 2 for ease of reference.

Control Register Bits CR10, CR20, and CR30 are unique in
that each selects a different function. The remaining bits (1
through 7) of each Control Register select common functions,
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HD6340/HD6840

with a particular Control Register affecting only its corres-
ponding timer.
e CRX1

Bit 1 of Control Register #1 (CR11) selects whether an in-
ternal or external clock source is to be used with Timer #1.
Similarly, CR21 selects the clock source for Timer #2, and
CR31 performs this function for Timer #3. The function of
each bit of Control Register “X” can therefore be defined as
shown in the remaining section of Table 2.
* CRX2

Control Register Bit 2 selects whether the binary information
contained in the Counter Latches (and subsequently loaded into
the counter) is to be treated as a single 16-bit word or two 8-bit
bytes. In the single 16-bit Counter Mode (CRX2=0) the counter
will decrement to zero after N + 1 enabled (G="Low") clock
periods, where N is defined as the 16-bit number in the Counter
Latches, With CRX2 = 1, a similar Time Out will occur after (L

+ 1)*(M + 1) enabled clock periods, where L and M, respec-
tively, refer to the LSB and MSB bytes in the Counter Latches.
* CRX3~ CRX?

Control Register Bits 3,4, and S are explained in detail in the
Timer Operating Mode section. Bit 6 is an interrupt mask bit
which will be explained more fully in conjunction with the
Status Register, and bit 7 is used to enable the corresponding
Timer Output. A summary of the control register programming
modes is shown in Table 3.

® STATUS REGISTER/INTERRUPT FLAGS

The PTM has an internal Read-Only Status Register which
contains four Interrupt Flags. (The remaining four bits of
the register are not used, and default to “0”’s when being read.)
Bits 0, 1, and 2 are assigned to Timers 1, 2, and 3, respectively,
as individual flag bits, while Bit 7 is a Composite Interrupt Flag.
This flag bit will be asserted if any of the individual flag bits is

Table 2 Control Register Bits

CONTROL REGISTER #1

CONTROL REGISTER #2

CONTROL REGISTER #3

CR10 ] internal Reset Bit CR20

Control Register Address Bit

CR30 Timer #3 Clock Control

0" All timers allowed to operate
“1°* All timers held in preset state

0" CR #3 may be written
1" CR #1 may be written

“0’" T3 Clock is not prescaled
*“9'* T3 Clock is prescaled by + B

CRX1* Timer #X Clock Source
g TX uses external clock source on CX input
1 TX uses Enable clock
CRX2 Timer #X Counting Mode Control
0" TX configured for normal (16-bit) counting mode
e T X configured for dual 8-bit counting mode

CRX3 CRX4 CRX5

Timer # X Counter Mode and Interrupt Control (See Table 3)

reqer

CRX6 Timer #X Interrupt Enable
0" interrupt Flag masked on TRQ
S interrupt Flag enabled to TRQ
CRX? Timer #X Counter Qutput Enable
0 TX Output masked on output OX

TX Output enabied on output O X

www.chipinfo.ru

* Control Register for Timer 1,2, or 3, Bit 1,

set while Bit 6 of the corresponding Control Register is at a
logic “1”. The conditions for asserting the Composite Interrupt
Flag bit can therefore be expressed as:

INT=1,<CR16 + 1,-CR26 + 1,°CR36

where INT = Composite Interrupt Flag (Bit 7)
I, = Timer #1 Interrupt Flag (Bit 0)
1, = Timer #2 Interrupt Flag {Bit 1)
I, = Timer #3 Interrupt Flag (Bit 2)

STATUS REGISTER

7l6|5]al3|2[1]0
INT] e,

An interrupt flag is cleared by a Timer Reset condition, i.e.,
External RES = “Low” or Internal Reset Bit (CR10) =“1". It
will also be cleared by a Read Timer Counter Command pro-
vided that the Status Register has previously been read while the
interrupt flag was set. This condition on the Read Status
Register — Read Timer Counter (RS—RT) sequence is designed
to prevent missing interrupts which might occur after the status
register is read, but prior to reading the Timer Counter.

An Individual Interrupt Flag is also cleared by a Write Timer

Latches (W) command or a Counter Initialization (CI) seq-
uence, provided that W or CI affects the Timer corresponding to
the individual Interrupt Flag.

8 COUNTER LATCH INITIALIZATION

Each of the three independent timers consists of a 16-bit
addressable counter and 16 bits of addressable latches. The
counters are preset to the binary numbers stored in the latches.
Counter initialization results in the transfer of the latch con-
tents to the counter. See notes in Table 5 regarding the binary
number N, L, or M placed into the Latches and their relation-
ship to the output waveforms and counter Time-Outs.

Since the PTM data bus is 8-bits wide and the counters are
16-bits wide, a temporary register (MSB Buffer Register) is
provided. This “write only™ register is for the Most Significant
Byte of the desired latch data. Three addresses are provided for
the MSB Buffer Register (as indicated in Table 1), but they all
lead to the same Buffer. Data from the MSB Buffer will auto-
matically be transferred into the Most Significant Byte of Timer
# X when a Write Timer #X Latches Command is performed. So
it can be seen that the PTM has been designed to allow trans-
fer of two bytes of data into the counter latches provided that
the MSB is transferred first.

In many applications, the source of the data will be as
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HD6340/HD6840

HMCS6800 MPU. It should be noted that the 16-bit store opera-
tions of the HMCS6800 microprocessors (STS and STX etc.)
transfer data in the order required by the PTM. A Store Index
Register Instruction, for example, results in thc MSB of the X
register being transferred to the selected address, then the LSB
of the X register being written into the next higher location.
Thus, either the index register or stack pointer may be trans-
fered directly into a selected counter latch with a single instruc-
tion.

A logic “Low” at the RES input also initializes the counter
latches. In this case, all latches will assume a maximum count of
(65,536),4 . It is important to note that an Internal Reset (Bit 0
of Control Register |1 Set) has no effect on the counter latches.

B COUNTER INITIALIZATION

Counter Initialization is defined as the transfer of data from
the latches to the counter with subsequent clearing of the Indi-
vidual Interrupt Flag associated with the counter. Counter
Initialization always occurs when a reset condition (RES =
“Low™ or CR10 = "1™} is recognized. It can also occur —
depending on Timer Mode — with a Write Timer Latches com-
mand or recognition of a negative transition of the Gate input.

Counter recycling or re-initialization occurs when a negative
transition of the clock input is recognized after the counter has
reached an all-zero state, In this case, data is transferred from
the Latches to the Counter.

= TIMER OPERATING MODES

The PTM has been designed to operate effectively in a
wide variety of applications. This is accomplished by using three
bits of cach control register (CRX3, CRX4, and CRXS) to
defined different operating modes of the Timers. These modes
are divided into Wave Synthesis and Wave Measurement modes,
and outlined in Table 3.

One of the WAVE SYNTHESIS modes is the Continuous
Operating mode, which is uvseful for cyclic wave generation.

Either symmetrical or variable duty-cycle waves can be gen-
erated in this mode. The other wave synthesis mode, the Single-
Shot mode, is similar in use to the Continuous operating mode,
however, a single pulse is generated, with a programmable preset
width.

The WAVE MEASUREMENT mwdes include the Frequency
Comparison and Pulse Width Comparison modes which are used
to measure cyclic and singular pulse widths, respectively.

In addition to the four timer modes in Table 3, the remaining
control register bit is used to modify counter initialization and
enabling or interrupt conditions.

& WAVE SYNTHESIS MODES

® Continuous Operating Mode (Table 4}

The continuous mode will synthesize a continuous wave with
a period proportional to the preset number in the particular
timer latches.

Any of the timers in the PTM may be programmed to
operate in a continuous mode by writing “0”s into bits 3 and 5
of the corresponding control register. Assuming that the timer
output is enabled (CRX7 = “1™), either a square wave or a vari-
able duty cycle waveform will be generated at the Timer
Output, OX. The type of output is selected via Control Register
Bit 2.

Either a Timer Reset (CR10 = “1” or External RES =
“Low™) condition or internal recognition of a negative tran-
sition of the Gate input results in Counter Initialization, A Write
Timer Latches command can be selected as a Counter Initiali-
zalion signal by clearing CRX4.

The counter is enabled by an absence of a Timer Reset con-
dition and a “Low™ level at the Gate input. In the 16-bit mode,
the counter will decrement on the first clock cycle during or
after the counter initialization cycle. It continues to decrement
on cach clock signal so long as G remains “Low”™ and no reset
condition exists. A Counter Time QOut (the first clock after ali

Table 3 Cperating Modes

Control Register
CRX3 | CRX4 | CRX5 Timer Operating Mode
0 . 0 Continuous Wave
0 . 1 Single-Shot Synthesis
1 0 . Frequency Comparison  |wave
1 1 . Pulse Width Comparison {Measurement

* Defines Additional Timer Functions.
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