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Dimensions| Min. Max. Min. Max.
$D 2.850 | 2,900 7239 | 73.66
$Dy 1.845 | 1.855 46.86 | 47.12
$D, 2.560 | 2.640 65.02 | 67.08
H 1.03 1.07 26.16 | 27.18
&) 135 | .145 3.43 3.68
Jy 0756 | .090 1.91 2.29
L [11.50 [2.50 202,10 | 317.50
N .050 — 1.27 —

Creep Distance—1.20 In, min. (30.48 mm)
Strike Distance—.70 In. min, (17.78 mm),
(In accordance with NEMA standards.)

Finish—Nickel Plate.

Approx. Weight—1 Ib, (454 q).
1. Dimension “H" is a clamped dimension,

T9GO
Phase Control SCR
800-800 Amperes/2400-4000 Volts

T9GO

Phase Control SCR

800-900 Amperes Avg
2400-4000 Volts

Description

Powerex Silicon Controlled Rectifiers
(SCR) are designed for phase control
applications. These are all-diffused,
Press-Pak (Pow-R-Disc) devices
employing the field-proven amplifying
(di/namic) gate.

Features:

[0 Low On-State Voltage

O High di/dt

{1 High dv/dt

O Hermetic Packaging

[0 Excellent Surge and I?t Ratings
Applications:

[J Power Supplies

[J Battery Chargers

O Motor Control

O Light Dimmaers

1 VAR Generators

Ordering Information

Example: Select the complete eight digit
part number you desire from the table -

i.e. T9G02409 is a 2400 Volt, 800
Ampere Phase Control SCR.

Voltage* Current
Voam
Type Varm Code Ir (avg) Code
T9GO 2400 24 800 08
2600 26 900 09
2800 28
3000 30
3200 32
3400 34
3600 36
3800 38
4000 40

* All voltages not available in all current ratings.
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