
SW260  Series   •  Inductors for National's 260kHz Simple SwitcherTM

Compatible with National Semiconductor's Simple SwitcherTM

Part Numbers LM267X-L41 and LM267X-L45 through LM267X-L50

Features

• High energy storage with minimum saturation

• High stability from no load to full load

• Available in both SMD and THT versions

• Manufactured in ISO-9001:2000 approved facility

• Operating temperature  range: -40°C to +130°C

Electrical Specifications at 25°C ambient
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32-9.4-C062WS 14L-X762ML 9.4 8.22 3.32 63 3C 08.0

01-3.4-C062WS 54L-X762ML 3.4 2.01 0.01 62 1C 57.0

51-0.5-C062WS 64L-X762ML 0.5 8.41 0.71 32 2C 08.0

01-0.5-C062WS 74L-X762ML 0.5 01 0.31 52 2C 57.0

05-0.5-C062WS 84L-X762ML 0.5 05 0.04 05 4C 09.0

33-0.5-C062WS 94L-X762ML 0.5 33 0.63 74 4C 08.0

32-0.5-C062WS 05L-X762ML 0.5 32 0.42 62 3C 08.0

32-9.4-S062WS 14L-X762ML 9.4 8.22 3.32 63 6S

01-3.4-S062WS 54L-X762ML 3.4 01 0.01 62 4S

51-0.5-S062WS 64L-X762ML 0.5 51 0.71 72 5S

01-0.5-S062WS 74L-X762ML 0.5 11 0.31 52 5S

05-0.5-S062WS 84L-X762ML 0.5 *25 0.04 52 7S

33-0.5-S062WS 94L-X762ML 0.5 *63 0.63 91 7S

32-0.5-S062WS 05L-X762ML 0.5 *7.42 0.42 31 7S

Talema IN
Date Code

SW260S-xx-xx

Talema IN
Date Code

SW260S-xx-xx

* Note:  Series connection with pins 2 - 4 connected

Type  SW260C - Clip Mount
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Type  SW260S - Surface Mount
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Surface Coplanarity will be <0.005(0.13)
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Mounting Styles  •  SW260 Series   •  Low Cost Toroidal Inductors

S-4, S-5, S-6 S-7 Suggested Pad
Layout

Surface Coplanarity will be <0.005(0.13)
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Pulse Engineering - Talema
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1480P S1480P 14L-X762ML 32-8.22 9.4 32-9.4-C062WS 32-9.4-S062WS

5480P S5480P 54L-X762ML 01-2.01 3.4 01-3.4-C062WS 01-3.4-S062WS

6480P S6480P 64L-X762ML 51-8.41 0.5 51-0.5-C062WS 51-0.5-S062WS

7480P S7480P 74L-X762ML 11-01 0.5 01-0.5-C062WS 01-0.5-S062WS

8480P S8480P 84L-X762ML 25-05 0.5 05-0.5-C062WS 05-0.5-S062WS

9480P S9480P 94L-X762ML 63-33 0.5 33-0.5-C062WS 33-0.5-S062WS

0580P S0580P 05L-X762ML 7.42-32 0.5 32-0.5-C062WS 32-0.5-S062WS

SW260  Series Cross Reference  for National's 260kHz Simple SwitcherTM
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