3.3V HCMOS CERAMIC SMD OSCILLATOR WITH STANDBY

F4200 SERIES

FEATURES OPTIONS

* 3.3V Operation 5.0V (F3400) VersionAvailable
* HCMOS Output

» Standby Function

» Tape and Red (2,000 pcs. STD)

* PbFree

* MODEL NUMBER SELECTION

Frequenc Operatin Frequenc
MGEE] NIl oET Stacé)ilityly Temprt)eratureg("C) Rangg (M Hyz) i_—_lﬁ.OtO.Z

F4200 +100PPM -10 ~ +70 1.544 ~ 50.000 | #* #3

F4200R +100PPM -40 ~ +85 1.544 ~ 50.000

F4205 +50PPM -10 ~ +70 1.544 ~ 50.000

F4205R +50PPM ~40 ~ +85 1.544 ~ 50.000 3.5%0.2

F4206 +25PPM -10 ~ +70 1.544 ~ 50.000 [ ] *

F4206R +25PPM -40 ~ +85 1.544 ~ 50.000 ] 2

F4208 +20PPM -10 ~ +70 1.544 ~ 50.000
« ELECTRICAL CHARACTERISTICS lﬁlﬁ‘{h"
PARAMETERS MAX (unless otherwise noted)
Frequency Range (Fo) 1.544 ~ 50.000 MHz f
Storage Temperature Range  (TsTg) -40°C ~+85°C 54
Supply Voltage (Vo) 33V * 10% |3——‘
Input Current (Iop) 20mA
Output Symmetry (50% Vbo) 0% ~ 60% i 2
Rise Time (10% ~ 90% Vo) (TR) nS 1.5
Fall Time (90% ~ 10% Vob) (TF) 6nS #3
Output Voltage ~ (VoL) 10% Vop -

(VoH) 90% Voo Min 1.0
Output Current  (loL) 2mA Min
(Ior) -2mA_Min Recommended

Output Load (HCMOS) 15pF
Standby Current 10pA Salder P?‘; ayout
Start-up Time (Ts) 10mS —] " f—
Output Disable Time 2 150nS _LI:] :|
Output Enable Time 2 10mS *
1 Indusive of 25°C tolerance, operating temperature range, input voltage change, load change, aging,

1.1
shock, and vibration. |
2 An internd pullup resistor from pin 1 to pin 4 dlows active output if pin 1 is left open.
See page 30 for mechanica specifications, test circuits, and output waveform.

All specifications subject to change without notice. Rev. 06/16/03 1.1 |

Pin Connections

#1 E/ID #3 Output
#2 GND #4V oD

All dimensions are in millimeters.

* ENABLE / DISABLE FUNCTION

TNH (Pin 1) OUTPUT (Pin 3)
OPEN °? ACTIVE

'l' Level ViH 3 70% VoD ACTIVE

'0' Level ViL £ 30% Vbb High Z

See page 60 for tape and reel specifications.
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