
Elliptical InGaN/SiC Blue Ultra Bright LED

LO494PPG4−B0G

Features

All Plastic Mold Type
High Luminous Intensity
Low Current Requirements
Tinted Diffused Lens
Wide Viewing Angle 100º x 50º

Applications

Backlighting
Full color/RGB Video Screens
Time/Temperature Boards
VMS

Maximum Ratings (Ta=25
o
C)

Characteristic Symbol Max. Unit

Forward Current IF 25 mA

Reverse Voltage VR 5 V

Power Dissipation PD 120.00 mW

Operating Temperature Topr −20 ~ +75
o
C

Storage Temperature Tstg −30 ~ +80
o
C

Soldering Temperature Tsol 260
o
C

Soldering Time − for 3 sec. max −

Opto−Electrical Characteristics (Ta=25
o
C)

Characteristic Symbol Test
Condition

Min Typ Max Unit

Forward Voltage VF IF=20mA 3.20 3.60 4.20 V

Reverse Current IR VR=5V − − 100 µA

Luminous Intensity IV IF=20mA 770.00 1200.00 − mcd

Viewing Angle 2θ1/2 − − 100
o
 x 50

o
− deg.

Peak Wavelength λp IF=20mA − 520 − nm

Dominant Wavelength λd IF=20mA − 525 − nm

Spectral Line Half Width ∆λ IF=20mA − 38 − nm
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