


NJU9203B/04B3

I ABSOLUTE MAXIMUM RATINGS (Ta=25C)
PARAMETER DEVICE SYMBOL RATINGS UNIT

9203B Only vt -V 15

Supply Voltage 92048 Only v +6 v
9204B Only V- -9

Analog Input Voltage 9203B/9204B | Vix Vo~

Reference Input Voltage 9203B/9204B |  Vref Vi~ ¥

Clock Input ot veu Tt ~ ¥ | v

Power Dissipation 9203B/9204B§ P» 300 / 800 |

Operating Temperature Range 9203B/9204B | Tos: 0~+175 ‘C

Storage Temperature Range 9203B/9204B | Te+o -40 ~ +125 C

Note 1) The input current is |imit by ®100uA when the input voltage is over supply voltage.

M ELECTRICAL CHARACTERISTICS (Ta=25C, fcio0ck=48kHz)

PARAMETER SYMBOL CONDITIONS MIN TYP | MAX UNIT
Zero Input Reading No | V:x=0.0V,FS=200.0mV -000.0 [2£000.0 | +000.0 Counts
Ratiometric Reading N1000 | Vin=Vref,Vref=100mV 999 B99/1000, 1000
Rol lover Error Err | -Vin=#V15-200.0mV -2 | X0.5 +2 | Counts
Linearity Lin {Full Scale=200mV -2 | X0.5 +2 | Counts

- . Vem===1V, VIN=0V,

Common Mode Rejection Ratio | Curr Full Scale=200.0nV 50 A
Noise(P-P Value) Vnr | Vin=0V,FS=200.0mV 30 uy
Leakage Current lL Vin=0V 1 10 pA
Zero Reading Drift Io V=0V, 0<Ta<75°C 0.2 umV/°C
Scale Factor Temp. Coeff. Ftemp | Viv=199.0mV,0<Ta<75°C 1 5 | ppn/C
Operating Current oo | Vin=0V,No Load 0.8 1.8 | nA
Analog Common Vol tage 25kQ Between Common and | 2.4 3.0 3.2 1V
Temp. Coeff.of Analog Common Positive Supply 80 ppm/°C
Seg. Drive Voltage (9203B) Voo=9V 4 5 6 v
BackPlane Drive Volt.(9203B) Vop=9V 4 5 B
Seg. Sinking Current (3204B) Voo=5V, |Except Term.19} 5.0 8.0
Seg. Sinking Current (9204B) Seg. V=3V [ Term.19 only 10 16 A

Note 2) Differential read out value of positive and negative voltage input.
3) Error from the input-output linear characteristics getting from positive and negative
full-scale input read out.
4) The peak value of noise must be not over 95% period in the measurement time.
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I APPLICATION CIRCUITS

NJUs2038

AJU92048

-5V

Y

47K
.22

7’ \ 7/ \
D NJUS2048M oo

21

L.E. D

New Japan Radio Co. Ltd.




