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DESCRIPTION

The LR48061 is a CMOS pulse/tone dialer LS!
providing auto-dialing and redialing. It features
a built-in 16-digit X 20-channel automatic dialing
memory including a 16-digitX5 one-touch memo-
ry and a 32-digit redial memory.

FEATURES

® 32-digit redial memory

@ Auto memory dialing :

16D X 5M one-touch dialing

16D X 15M three-touch dialing

Make ratio : 33/37% pin-selectable

Pulse rate : 10/20 pps pin-selectable

Key tone output (1 kHz)

Normal/memory combination dialing

Key or switch input allows switching from
pulse to tone mode to provide mixed-dialing
capability

Pulse/tone dialer operation can be selected
by the pin

Flash signal output

PBX pause storage

Key input control of On/Off-Hook setting
Package : 28-pin SDIP (SDIP028-P-0400A)

Pulse/Tone Dialer LSI

PIN CONNECTIONS
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data books, etc. Contact SHARP in order o obtain the latest version of the device specification sheets before using any SHARP's device.”

[“ln the absence of confimation by device specification sheets, SHARP takes no responsibifity for any defects that occur in equipment using any of SHARP's devices, shown in catalogsJ 673
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SHARP LR48061

BLOCK DIAGRAM
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