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ANODE CATHODE

D125FF06  D125FF08
D125F06 - D125F10

600 V - 1,000 V Rectifiers
3.0 A - 4.0 A Forward Current
30 ns - 50 ns Recovery Time

ELECTRICAL CHARACTERISTICS AND MAXIMUM RATINGS

Dimensions: In. (mm) • All temperatures are ambient unless otherwise noted. • Data subject to change without notice.

Plating:
Option 1:
50µin gold over 50µin nickel.
Option 2:
50µin silver over 50µin nickel.

Scale: 4 : 1

(1) TC=55°C   (2)TC=100°C   (3)If=0.5A, Ir=1.0A, Irr=0.25A    *Op. Temp.= -65°C to +175°C   Stg. Temp.= -65°C to +200°C
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Dimensions: In. (mm) • All temperatures are ambient unless otherwise noted. • Data subject to change without notice.

600 V - 1,000 V Rectifiers
5.0 A Forward Current
70 ns - 3000 ns Recovery Time

ELECTRICAL CHARACTERISTICS AND MAXIMUM RATINGS

D125U06 - D125U10
D125S06 - D125S10

Scale: 4 : 1

Plating:
Option 1:
50µin gold over 50µin nickel.
Option 2:
50µin silver over 50µin nickel.

(1) TC=55°C   (2)TC=100°C   (3)If=0.5A, Ir=1.0A, Irr=0.25A    *Op. Temp.= -65°C to +175°C   Stg. Temp.= -65°C to +200°C

.028(.71)

.125(3.18)

.125(3.18)

.110(2.79)

.110(2.79)

ANODE CATHODE
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